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Ref: TI/TDS/CMP-04

SA 1140 TB Polymer — TPE Compound (SEBS)

Document No. TI/TDS/CMP-04 Grade Code TI-CMP-SA1140

Issue Date 06-08-2026 Revision 00

A SEBS (styrene-ethylene-butylene-styrene) based thermoplastic elastomer for injection moulding.

KEY FEATURES

• Smooth, even surface appearance; good elasticity over a wide temperature range
• PVC & latex free, recyclable
• RoHS compliant; phthalate free

SPECIFICATIONS

Parameter Unit Test Method Specification

Specific gravity — ASTM D792 1.02 ± 0.02

Melt flow index (190 °C, 5.0 kg) g/10 min ASTM D1238 ≥ 40.00

Hardness Shore A ASTM D2240 41 ± 2

Tensile strength kg/cm² ASTM D412 ≥ 15.00

Elongation @ break % ASTM D412 ≥ 500

PROCESSING GUIDELINES — MOULDING TEMPERATURE

Zone Typical Value

Rear 160 ± 10 °C

Middle 170 ± 10 °C

Front 180 ± 10 °C

Head 180 ± 10 °C

Die 190 ± 10 °C

Pre-drying not required (TPE is not humidity-sensitive); optional 80–90 °C for 1–2 h for better finish.

Packaging & storage:  25 kg bags. Store in a dry place in sealed condition.

Disclaimer: Values are typical and given in good faith; they are subject to normal production tolerance and do not constitute a warranty. The buyer is 
responsible for verifying suitability for their own application and process.
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